Moreh1,220@4007

Border Rev. Date:

RILL HOLES

~$‘DRILL HOLES

RILL HOLES

BY: $USERNAME$

EXISTING ACCESSIBLE EXISTING LE.D. SIGNALS NEMA PHASING

PUSHBUTTON AND SIGN (ALL SIGNAL HEADS TO HAVE BLACK
FACES)

MD 355 (ROCKVILLE PIKE) IS ASSUMED
TO RUN IN A NORTH/SOUTH DIRECTION

01 02 04 04 ALT.

4 PLFJSHCEggE ‘- FUSH BUT _ 1 ,2 3, 6 ; 7, 8
P|:;‘£_;?i HALPINE ROA “E ONLY ONLY o § 4_’5 9,10,1 1 ,1 Z
, e ﬁm l moan |9 :
nn? EXI ST!NG Si GNS E,D%QS_STT,S% sig FINEH CrORSNG  gn x 15 m@@ g
29 . .ﬁ B o . ‘ C BD PEDESTRIA ﬁ PEDESTRI PECESTRIA F
e , Ll SHQULD NG EIE ?gogé_gsism E SHOULD NOY[sE Lo : : LASH | N G
3 ille Pike) D—3(2) f ~ ke D—3(2 s Ll ATNO| ATNO
;;kw e scllmj (VAR XTE") ockville Pike (\/AR.)SH%”) 'k 3'-‘:-‘- | @@ ’ OPERATION
> MO5— 1 soum | NoRTH MOS—1 N 127 12
4= 5 e 787 X 24" 5 =l 78" X 24" e [ =
| =T % |fEXISTING PED. SIGNALS
31 39 53,34 35 36,37 39 \‘ ' v ' g1 — 05 06 08 08 ALT.
Holpine @ ) — 58 2o e 21,22 2324 2526,27 1520 NOTE
& “ ( ' MUST ROCK\/ILLE PIKE HALPINE ROAD L] PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
D—3(2) TURN RIGHT (J = PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
(VAR.X16™) ONLY ONLY] EKCEPT BUSHS ~ L
R3—5L R3—5R R4—7 R3—7R EXISTING SIGNALS . @ 4} =
307 X360 30" X 387 247 X 30" 30" X 407 10 BE REMOVED 3 - 16" LED IF AN EXISTING CONDUIT IS MORE THAN 40% FULL,
; COUNTDOWN ADDITIONAL CONDUIT WILL BE INCLUDED AS NEEDED.
W PEDESTRIAN |
EXISTING SIGNS SIGNAL HEAD PROPOSED VIDEO
TO BE REMO %3\
VED EXISTING VIDEO DETECTION CAMERA
ﬁ ﬁ Uﬁ CALPINET ] | RonT Line DETECTION CAMERA VIDEO DETECTION CAMERA
127 0 BE REMOVED .
ONLY]| |[ONLY o «; DETECTION ZONE

GRASS . GRASS
S/ S/ / ........
e T s S WP 1110 S | N | I IR S Ao SRR SRR\ /R 4 Esie—— ettt
PERCO#
7544317’{'5457
%
-
*Z ............................................................................................................................................... NOTE:
d T0 EXISTNG RED LIGHT CAMERA  GRaSS CONTRACTOR SHALL USE A RED
R e e ut N AN AU s = <. .. = 1 S PROTECTIVE SLEEVE TO SEPARATE THE
REDLIGHT CAMERA SYSTEM WIRES FROM
S v ight Camera EXISTING SHA SIGNAL WIRES AT ALL TIMES
ol Red Light Cam WHEN ROUTING THROUGH EXISTING
BW313M83 CONDUIT, HANDHOLES, SIGNAL
e ok 2 MD 355 @ Halpine Road STRUCTURES, AND SPAN WIRES.

ROLLINS AVE AND TWINBROOK FKY

BIG TREE

CONSTRUCTION DETAILS

A. INSTALL CAMERA UNIT, 10' POLE, AND FOUNDATION WITH (1) 3" PVC 90, «
(1) 2" PVC 90 AND (1) 1" PVC 90. SPECIAL NOTE:
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